ORDINANCE NO. 1087

AN ORDINANCE OF THE CITY OF ROSWELL AMENDING
ORDINANCE NO. 1080; PROVIDING STANDARDS FOR
AREAS OF SHALLOW FLOODING; REPEALING ALL
ORDINANCES OR PARTS OF ORDINANCES IN CONFLICT
HEREWITH; PROVIDING FOR SEVERABILITY; AND
FIXING THE EFFECTIVE DATE OF THIS ORDINANCE.

WHEREAS, the governing body, the City Council of the City of
Roswell, New Mexico, desires to include standards concerning areas of
shallow flooding wihtin the City beyond the provisions of Ordinance No.
1080:

NOW, THEREFORE, BE IT ORDAINED BY THE GOVERNING BODY, THE CITY
COUNCIL OF ROSWELL, NEW MEXICO, THAT ORDINANCE NO. 1030 BE AND THE SAME
IS HEREBY AMENDED AS FOLLOWS:

SECTION 1. This ordinance shall be and become effective January
19, 1983.

SECTION 5. Add to Section 5. Definitions.

Highest Adjacent Grade -- means the highest natural elevation of »
the ground surface prior to construction next to the proposed walls of a
structure.

SECTION 8. Add to Section 8.3. Standards for areas of shallow
flooding (A0 and AH zones):

Located within the areas of special flood hazard established in
Section 6.2 are areas designated as shallow flooding. These areas have
special flood hazards associated with base flood depths of 1 to 3 feet
where a clearly defined channel does not exist and where the path of flooding
is unpredictable and indeterminate; therefore, the following provisions apply:

(1) A1l new construction and substantial improvements of residential
structures have the lowest floor (including basement) elevated above
the highest adjacent grade at least as high as the depth number
specified in feet on the City of Roswell's FIRM.

(2) A1l new construction and substantial improvements of non-
residential structures:

(i) have the lowest floor (including basement)elevated
above the highest adjacent grade at least as high as the
depth number specified in feet on the City of Roswell's
FIRM.

(ii) together with attendant utility and sanitary facil-

jties be designated so that below the base flood level the
structure is water-tight with walls substantially imper-
meable to the passage of water and with structural components
having the capability of resisting hydrostatic and hydrodynamic
loads of effects of buoyancy.

(3) A registered professional engineer or architect shall submit a
certification to the City Building Inspector that the standards of
this Section are satisfied.

(4) Require within Zones AH and AO, adequate drainage paths around
structures on slopes, to guide floodwaters around and away from
proposed structures.



SECTION 9. Severability. That if any section, paragraph, clause
or provision of this ordinance shall be held for any reason to be invalid
or unenforceable, the invalidity or unenforceability of such section,
paragraph, clause or provision shall not affect any other part of this
ordinance.

PASSED, ADOPTED, SIGNED AND APPROVED on this 11th day of January,

1983.

PETER R."voﬁkfﬁué;or 2
CITY SEAL e
ATTEST:

arah L. Carter, City Clerk






